ALU 40 mm
When natural light and visibility matter

of paramount importance, the Alpha ALU 40 mm

Be adventurous
with windows

sectional door proves to be indispensable. The door

ALU 40 mm sectional doors can be equipped

panel of an ALU door consists of multiple sections,

with plastic window frames of various levels

and thanks to the custom-sized aluminium profiles,

of quality and with different insulative values,

frames can be manufactured that have a very wide

colours and builds. Go for coloured glass or

range of uses. Be bold and combine transparent,

hollow-core plates, play with the divisions

coloured, insulating or air-permeable windows with

or combine various ISO panels with the ALU

aluminium cassette panels. Anything is possible.

sections for a great result. Thanks to the plethora

In industrial environments, where light and visibility are

of design and application options, the ALU
40 mm sectional door is particularly useful if you
want to combine an attractive design with
optimal light transmittance.

U-value of ALU 40 mm sectional door: 5,000 x 5,000 mm: 3.87 W/m2K
20
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ALU 60 mm
The innovative door with even more insulation

in terms of design, function and ease of assembly. The 60 mm

Special
insulation profiles

thick ALU sectional door comes with triple glazing and guarantees

The ALU 60 mm door is twice as thick as the

excellent heat-insulating, anti-condensation and sound-absorbing

ALU 40 mm door and consists of two aluminium

properties.

profiles that are thermally separated by special

It’s the perfect solution for rooms where light, visibility and a

insulation profiles. The door has an extremely

constant indoor climate are essential.

low U-value, even though it is fitted with glazing.

The ALU 60 mm sectional door is a modern innovation that excels

The ALU 60 mm sectional door is particularly
suited to industrial facilities where illumination
is of the utmost importance, as are excellent
insulation and optimal energy savings.

U-value ALU 60 mm sectional door: 5,000 x 5,000 mm: 2.33 W/m2K, with triple glazing

22

23

Text

Panorama door 40 / 60 mm
Maximum transparency, Without vertical profiles
ALU 40

ALU 60

Plexiglas Optical
The Panorama door is available in a maximum

The Panorama door is an ALU door available in 40 mm

width of 4,000 mm and a maximum height of 4,500 mm. The Panorama

or 60 mm versions. What makes the door so special

doors look particularly good in buildings that are designed to be appealing,

is that panels do not have vertical dividers, providing

but are just as important where light and visibility matter. The special thing

a wide panoramic view. The hig features result in the

about the high-quality Plexiglas Optical is that it looks just like real glass but

windows being naturally reflective and looking highly

has the added safety of plastic. The Plexiglas Optical windows are available

attractive.

in 20 mm double glazing and in 40 mm triple glazing.
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Panorama door 40 mm

Panorama door 60 mm

Double Plexiglas

Triple Plexiglas

Highest scratch-resistance

Optical 20 mm

Optical 40 mm

– Therefore that you do not lose

(4-12-4 mm)

(4-14.75-2.5-14.75-4 mm)

U-value of the Panorama
door 40: 4,000 x 4,000
mm: 3.87 W/m2K

U-value of the
Panoramic door 60:
4,000 x 4,000 mm:
2.36 W/m2K

the vista
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ALU 60

Text
Interior
view ALU 40 mm / ALU 60 mm

ALU 40
Section connection
The sections of an ALU 40 door
are specially sealed to make them
completely wind and waterproof
using an EPDM rubber door seal.

Infrared imaging
The ALU 60 guarantees you a very high insulative value. We check this

ALU 40

feature by taking infrared images of the assembled doors. Any light spots

Aluminium glazing beads

indicate where energy loss occurs, while the dark regions are well-insulated.

Aluminium glazing beads stay
perfectly sealed and retain their

ALU 60

high-quality appearance, even in

Section seals
The sections of the ALU 60 door

wide temperature fluctuations.

are specially sealed to make them
completely wind and waterproof.
Any heat transmission is prevented
by the special insulation profiles.

ALU 40/60
Wind load

ALU 60

Depending on the width, the ALU sectional door is

Triple synthetic glazing

fitted with integrated single-piece reinforcement

The ALU 60 door is fitted with

profiles. Thanks to the reinforcement profiles, the door

triple glazing as a standard for

is able to withstand a heavy wind load. Depending on

additional insulation. The windows

the door configuration chosen, we use thicker and/or

are fitted in thermally separated

longer profiles. For a door of 4,200 mm and wider,

insulation profiles. Double

every other panel has a profile, while for a door of

synthetic glazing is also available,

5,000 mm and wider, each section has a reinforcement

although that means the insulative

profile.

value will be lower.

Condensation

ALU 40/60

ALU 60

Condensation will soon appear on the inside of a standard
ALU 40 door at low outdoor temperatures and a high indoor atmospheric humidity. This
is because condensation forms on the coldest surface in the room, which is the door.
If you wish to stop condensation forming on your doors, the
ALU 60 door is the one for you. Condensation will never be an issue – even if indoor
humidity levels are high – thanks to the fact that the door is equipped with special
insulation profiles.
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Text 40/60 window frames
ALU
ALU 40

Aluminium glazing beads

ALU 60

ALU 60

ALU 80

Alpha is one of the few companies to always use anodised aluminium glazing beads. You will
often see windows fixed in place using a black plastic bead, which is not only less attractive and
less durable, but also has a different coefficient of expansion than aluminium. If it is warm
outside, the plastic is more likely to expand, resulting in bulging glazing beads, which will not
happen with our aluminium glazing beads. Another advantage is that our glazing beads are
available in any colour you wish.

Double-glazed transparent plate

Different options
Alpha offers limitless choices in glazing for ALU doors. Windows of various levels of quality, colours, degrees of transparency

Triple glazing

Four glazing transparent

(20 mm) in: acrylic,

(40 mm) in: acrylic,

transparent plate

plate

polycarbonate, Plexiglas

polycarbonate, Plexiglas

(40 mm) in: Plexiglas

(60 mm) in: Plexiglas

Optical

Optical

Optical

Optical

(light transmittance 100%)

(light transmittance 100%)

(light transmittance 100%) (light transmittance 100%)

and styles are available, giving architects all the room they need to get creative with the design of your ALU doors. Choose from
single-plate acrylic or 4 mm tempered glass, double-plate acrylic windows or structural glass, or from perforated single panels or

ALU 40

high-impact plastic. The possibilities are endless.

ALU 40

ALU 40

ALU 40

ALU 40

ALU 60

5-core polycarbonate hollow-core plate

Double-glazed partially transparent plate

(20 mm) transparent

(20 mm) grey

(20 mm) in: structural glass (40 mm) in: structural glass

(light transmittance 63%)

(light transmittance 42%)

(SAN)

(SAN)

(light transmittance 80%)

(light transmittance 80%)

ALU 40

ALU 60

ALU 40

ALU 60

Double-wall closed sandwich version

Combining colours

Single-walled perforated ALU plate

Double-wall closed sandwich version

(2 mm) round perforation

(2 mm) square perforation

(20 mm), smooth plate on

(40 mm), smooth plate on

(20 mm), plaster on the

(40 mm), plaster on the

The standard ALU door comes in white anodised aluminium.

(air transmittance 40%)

(air transmittance 70%)

the outside and plaster on

the outside and plaster on

inside and outside

inside and outside

the inside

the inside

This does not mean that there are no alternative colour options.
We can spray-paint the aluminium in any colour you wish. And by combining
the aluminium with Rodeca glazing or ISO panels in one of the 10 colours from
Alpha’s in-house range, the design options are limitless.
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Track-systems
Text

M8 bolts
We always use M8 bolts to join
the sheet metal sections and
rail profiles. That means that,
together with the carefully
pre-assembled components,

High-quality modular ease of assembly

assembly time is very short.

Alpha rail systems are modular and largely pre-assembled. The rail
systems can be used for both ISO and ALU doors, such as the
Panorama door. Certified quality and durability are at the forefront
of the design and assembly of our rail systems and suspension
packages.

Cable position
Thanks to the modular structure
of our rail systems and sheet metal
components, we can ensure the
perfect cable position in relation
to the vertical rails, which results
in optimal safety and reliability.

Spring buffer
The sturdily-built spring buffer ensures
that the door will lower as soon as it
is prompted to do so. The length of the
spring buffer depends on the door
configuration.

Safety tracks
The safety guide guarantees that
the rollers do not become derailed.
The cable is safely encapsulated in
the construction as an additional
safety measure.

Floor plate
The floor plate ensures that the
rail connects to the floor and, together with
the expansion joint profile, sets the correct
distance between the guides.
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Text
Interior
view
ALU 40

ALU 40

Standard frame

Top seal

The standard frame between the door

The upper door panel of the

and the vertical railing ensures that the

ALU 40 door is equipped with a rubber door

sides of the door seal properly.

seal, which provides additional insulation and
ensures the best possible connection to the
upper lintel. The door fits seamlessly and no
energy is lost.

ALU 60

ALU 60
Top seal
The upper door panel of the
ALU 60 door is equipped with a rubber door
seal, which provides additional insulation and
ensures the best possible connection to the
upper lintel. The door fits seamlessly and no
energy is lost.

ALU 40/60

ALU 40

Heavy-duty frame

Single side hinge

We use this type of frame for doors with

Alpha uses single side hinges for doors that open

a dark colour. Due to the heat of the

up to 5 meters. They are sturdily built and ensure

sun, the door may expand in the middle

that the door hangs well and closes properly.

against the upper lintel. The heavy-duty
frame prevents this from happening.

ALU 40/60

ALU 60
Double side hinge
Alpha uses double side hinges
for doors that open more than
5 meters. This ensures that even the heaviest of
doors hang well.

ALU 40

Floor seal

ALU 60

Floor seal

Alpha uses double rubber sealing strips to ensure

Alpha uses double rubber sealing

that the door is flush with the floor. Together with

strips to ensure that the door is

a concrete strip, this will prevent water from

flush with the floor. Together with

seeping under the door.

a concrete strip, this will prevent
water from seeping under the door.
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Text
Overview
of rail systems

T 400

Of course the space available for the door and struc-

T 400 hF

T 400 DS

B

B

B

B

max.
20 m2

max.
50 m2

Elevated rail system
A= hoisting + 400 mm,
B= open height – hoisting + 600 mm

A

A

A

B

A

systems that can be customised to suit any scenario.

A

installing a door, which is why Alpha offers different rail

A

tural issues remain deciding factors when it comes to

B

max.
10,2 m
2

Elevated rail system with low
spring axis
+ steel support profile

Elevated rail system with low
spring axis

A= hoisting + 200 mm

A= hoisting + 200 mm

B= open height – hoisting + 600 mm

B= open height – hoisting + 600 mm

Width max. 4,500 mm

Width max. 3,200 mm

Lift min. 1,450 mm

Height max. 3,200 mm
Lift min. 1,700 mm

T 450

T 500

max.
22 m2

A

B

max.
50 m2

Low built-in rail system,
incorporated cables + steel
support profile

Standard rail system, rear
suspension package + steel
support profile

Standard rail system (comes
standard)

A= 240 mm

A= 340 mm

B= open height + 1,000 mm

B= open width + 750 mm

Width max. 6,500 mm

Width max. 6,500 mm
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T 500 DS

A

A

A

max.
22 m2

B

B

B

A

A

A

B

B

T 500 hF

A

T 340

A

T 240

max.
35 m2

Vertical rail system

max
20 m. 2

max.
10,2 m
2

Vertical rail system with low
spring axis

A = 430-510 mm

Vertical rail system with low
spring axis
+ steel support profile

B= open height + 650 mm

A= open height + 400 mm

Width max. 3,200 mm

Width max. 4,500 mm

Height max. 3,200 mm

A= open height + 560 mm

A= open height + 400 mm
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Power
Text

25 sec

1 sec

Operators

Alpha offers a variety of operators
for powering sectional doors.
A manual system is ideal for doors
that are not used frequently, while an
electrically powered system with touch

Dead man’s switch – electric

Touch control – electric

control is best for doors that are in

This system is an excellent choice when a door is

If the doors are in constant use then go for a touch

constant use. Depending on the door

used infrequently. One push of the button is all that’s

control. The door raises or lowers automatically to

configuration and your requirements,

needed to open the door, although you have to keep

a set position, which can be electronically adjusted,

there is always a mechanism to suit

it depressed to close the door. This enables the person

without having to keep the button depressed.

your needs.

operating the controls to keep an eye out for any

An obstacle detection system is built into the door’s

All our drive systems and operators

dangerous situations that may arise while the door

bottom seal.

meet the European EN-13241-1

is closing.

standard.

1 sec

1 sec

Pull cord – manually operated

Chain hoist – manually operated

One touch with remote control

If your door is smaller than 16 m2 and you use it only

The chain hoist requires less physical exertion than a

The touch control system is also perfect for remote

Touch control with remote control and
high speed motor

sporadically, then your best option is the pull-cord

pull-cord (1:4 ratio). The system – suitable for sectional

operation and can save a lot of time, because it allows

If the doors are in constant use then go for a touch

mechanism. However, the system requires physical

doors up to 30 m2 – ensures that the door can be

the forklift driver to remain seated while the door is

control. The door raises or lowers automatically to a set

exertion (1:1 ratio) and there is a risk the door will not

secured in the uppermost position.

opened or closed remotely. This option includes a

position, which can be electronically adjusted, without

stationary photoelectric safety sensor, which is fitted

having to keep the button depressed. An obstacle

to the door.

detection system has been built into the door’s bottom

open sufficiently, which may result in damage.

seal.
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Text
Control
box features

Motor with emergency chain

Motor with release system

All the drive systems have a mechanical back-up system

The motor can also be fitted with a release system. Cables

Alpha offers a wide range of top-quality controls

fitted to the reduction gearbox of the electric motor, so that

are used to disconnect the reduction gearbox from the

for your sectional door that can be integrated

the sectional door can be opened if

spring shaft, which means that the sectional door can be

into the door system’s control box. Numerous

the power fails. It must be activated and deactivated

opened faster in the event of malfunctions. It goes without

elements can also be mounted on an interior or

manually using pull cords. The reduction gearbox

saying that sectional doors with a release system are fitted

exterior wall, a pillar or anywhere else, including

can then be powered using the chain.

with a spring break safety device.

safety devices, switches, remote controls,
warning lights and much more.

Main switch with padlock

Key switch

Two setting switch

Emergency stop

The main switch can be used to turn off

The key switch is used to disable the

You can use this switch to configure two

Alpha offers the option to have an

the power so that the door system can

control box and prevent unauthorised

settings. For example, push the button

emergency stop installed in the control

be serviced. Securing this switch with a

people from operating the door. Only

once to raise the door to the height of a

box when local, national or international

Wireless communication

padlock prevents unauthorised people

authorised people have a key to activate

person and twice to open the door fully.

legislation stipulates that an electrically

Normally, the control box and the connection box on the

from accidentally turning the power on

the door.

This option is ideal if you want to save

operated sectional door must have this

door panel are connected by means of a spiral cord. But this

energy and don’t always need to open

safety feature.

cord can get in the way and be damaged.

while the service is being carried out.

the door completely.

That’s why Alpha supplies connection boxes that are fitted
with a battery and can transmit signals, such
as detection messages, wirelessly to the control box.
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Text control features
Extra

Extra control panel

Traffic lights and warning lights

An extra control panel is the ideal solution if a door

Traffic lights and warning lights installed on either side

needs to be operated from multiple places or remotely,

of a door are an effective way of preventing injury to

such as from a guardhouse. This handy ’up-stop-down’

people and damage to the sectional doors and goods.

box features all the buttons in the standard control box.

Warning lights alert people and light up before a door
opens, while traffic lights control the traffic and prevent
damage to the doors.

Key switch

Electronic keypad

Pull switch

Remote control

The door can be operated using a separate key switch,

If access to a door is required 24/7, it can be fitted

The forklift driver can use the pull switch to operate the

Alpha has included a receiver in your door’s control box,

which can be mounted on the exterior wall. There are

with an electronic keypad. This is particularly handy

door while staying seated. This is the ideal solution if

making it easy to upgrade the door system to a

two models: the built-in version, which is used a lot in

if transport and courier companies need to have

you have a lot of employees, but don’t want to give all

remote-controlled one. You can choose between one,

new properties, and the mounted version, which can be

round-the-clock access to secure collection or

of them a hand transmitter for the door. The pull switch

two or four-channel transmitters, which can operate

installed during a renovation without having to break

delivery points.

is often mounted on a frame a few metres in front of or

four different doors.

or dismantle anything.

40

behind the door.
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Text
Mechanical
safety devices
Spring break safety device
The European EN-13241-1 standard stipulates that a
sectional door may never descend without being
controlled. All manually operated sectional doors must
therefore be fitted with a spring break safety device.
This device blocks the spring shaft in the event of a
spring breaking and prevents the door from crashing
down. With motor driven sectional doors, instead of a
spring break safety device there is a self-locking
gearbox. This means a spring break safety device is
unnecessary, as it is only required for a motor with a
release system.

Cable break safety device
The TÜV sets out that the breaking load of both
hoisting cables must be six times the weight of a
balanced door panel. A cable break safety device is
not required if the hoisting cables comply with
this breaking load requirement.
If that safety margin cannot be guaranteed, then the
door must be fitted with a cable break safety device.
This device guides safety cables through a system to
prevent the door from crashing down should the cable
break. An extra 50 mm is required alongside the rail to
install a cable break safety device.
50

Locking device
Safety is important when it comes to the frequently heavy vertical

Sectional doors are suspended on flexible cables,

sectional doors, so Alpha offers mechanical and electric safety

making it possible to raise them when they are

devices that prevent the door from coming into contact with

unlocked. Designed especially for light, electrically

people, vehicles and obstacles, and causing injury or damage to the

operated doors, the locking device prevents this,

doors and/or goods. Excessively safeguarding a sectional door is

because without it sectional doors are more

often unnecessary and could be disadvantageous, as it requires

vulnerable to break-ins. Manually operated doors are

things like extra space for installation and use and could result in

fitted with a spring-loaded mechanical slide lock as a

components obstructing or even damaging each other. That’s why

standard. An extra 50 mm is required alongside the

Alpha recommends you always observe the safety rules. We provide

rail to install the locking device.

optimum safety systems that are certified by TüV Nord and meet
the very strictest requirements and standards.
50
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Electronic
safety devices

Standard safety edge

Predictive safety edge

The safety edge device is integrated together with a

The predictive safety edge is located 8 cm ahead of the

transmitter and receiver in the door’s bottom rubber

door. If the bottom of the door approaches an obstacle,

seal. If the signal is broken by an object or person,

a signal is immediately sent to the motor and the door

the door will stop and retract. The maximum contact

stops and reopens. This means the safety edge works

pressure for the rubber seal is 40 kg. Choose the

without coming into contact with people, goods or

predictive obstacle safety edge if you have products

transport vehicles.

that cannot withstand that level of pressure.
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Slack cable device

Stationary photoelectric safety sensor

This safety device is installed on both hoisting cables

Motors with touch control must have a photoelectric

side and a reflector or receiver attached to the opposite

and immediately disconnects the motor if one of the

safety sensor if the door opening is not visible to users

rail. If the beam between the transmitter and the

cables breaks or becomes slack.

while they are operating the door. There are two types:

reflector/receiver is broken, a signal is sent to the

a model with a transmitter and reflector and a model

motor to stop and reverse the movement. While the

with a transmitter and receiver. In both systems there

reflector system is sensitive to dust and moisture, this is

is a transmitter attached to the rail on the control box

not the case for the receiver model.
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The benchmark for
sectional doors
Intensively tested and checked

Safety certified
Alpha products are subject to constant and intensive
durability tests. In these tests, the prototypes open
and close 30,000 times, after which they are assessed
by experts. This constant attention to quality and
safety has borne fruit, and our sectional doors and
their physical qualities are fully EN13241-1 compliant
and are integrally TÜV Nord certified.

Physical qualities
Numerous mechanical and electronic qualities of the
Alpha sectional doors are checked during the thorough
tests. These tests, performed by TÜV Nord, the stringent
German certification and inspection body, mean that
each tested physical quality receives its own
classification, making it easier to compare similar
products from different manufacturers.

Assessment criteria
Alpha sectional doors are tested for:
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R
 esistance and wind load

Sound absorption

Waterproofness

Heat insulation

Air permeability

User safety
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